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September 02, 2020 

Mahmoud Khodr 
Senior Traffic Engineer 
City of Fontana 
8353 Sierra Avenue 
Fontana, California 92335 
 

 

Subject:  Slover – Juniper Industrial Building Project Trip Generation Analysis and Vehicle Miles 
Traveled Analysis Memorandum (LSA Project No. LBB2001) 

Dear Mahmoud: 

LSA Associates, Inc. (LSA) is under contract to prepare a trip generation analysis and vehicle miles 
traveled (VMT) analysis memorandum for the proposed Slover – Juniper Industrial Building project 
in the City of Fontana (City). The project will consist of a 41,000 square‐foot industrial warehouse at 
16726 Slover Avenue. The project will also include a General Plan Amendment (GPA) and Zone 
Change (ZC) from General Commercial (C‐2) to Light Industrial (M‐1). Figure 1 illustrates the regional 
and project location. Figure 2 illustrates the project conceptual site plan. 
 
The objectives of this memorandum are as follows: 

 To compare the trip generation for the commercial and light industrial uses and determine 
whether a Traffic Impact Analysis (TIA) will be required for the proposed project 

 To determine whether a VMT analysis is required for the project 

TRIP GENERATION ANALYSIS 

Trip generations for the commercial and light industrial uses were developed using rates from the 
Institute of Transportation Engineers (ITE) Trip Generation Manual (10th Edition) for Land Uses 820 
– “Shopping Center” and 110 – “General Light Industrial”, respectively. For the later, project trips 
were converted to trucks and passenger vehicles based on City of Fontana Truck Trip Generation 
Study recommendations for light industrial projects. As such, 21.4 percent of project traffic will be 
trucks, of which 8 percent will be 2‐axle trucks, 3.9 percent will be 3‐axle trucks, and 9.5 percent will 
be 4‐axle trucks. Based on the City’s TIA Guidelines, all truck trips were converted to passenger car 
equivalents (PCEs) using a 2.0 PCE factor for 2‐axle trucks, 2.5 for 3‐axle trucks, and 3.0 for 4‐ and 
more axle trucks. At present, there are two existing structures on site. However, no trip credits for 
considered for these structures since they are not occupied. Table A shows the trip generation 
comparison. As shown in Table A, the commercial use will generate 39 trips in the a.m. peak hour, 
102 trips in the p.m. peak hour, and 1,021 daily trips. The proposed project will generate 39 PCE 
trips in the a.m. peak hour, 33 PCE trips in the p.m. peak hour, and 269 daily PCE trips. Therefore, 
the proposed project will generate the same number of trips in the a.m. peak hour, 69 less trips in 
the p.m. peak hour, and 752 less daily trips.  
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As shown in Table A, compared to the commercial use, the proposed project is anticipated to 
generate the same number of trips in the a.m. peak hour, but significantly less number of p.m. peak 
hour and daily trips. Additionally, the City follows the City of Fontana Traffic Engineering Division’s 
Draft Traffic Impact Analysis Guidelines for Vehicle Miles Traveled (VMT) and Level of Service 
Assessment (dated June 2020), which states that a TIA is required when a project will generate 50 or 
more peak hour trips. Since the anticipated number of peak hour trips generated by the proposed 
project is lower than the trip threshold (50 trips) established by the City’s TIA Guidelines, a TIA will 
not be required for the project. 

VEHICLE MILES TRAVELED ANALYSIS 

The City is updating its VMT analysis guidelines. As per discussion with City staff, the updated VMT 
guidelines state that projects generating less than 500 daily trips are presumed to have a less than 
significant VMT impact. The project is anticipated to generate only 269 daily PCE trips. Therefore, 
the project can be presumed to have a less than significant VMT impact and can be screened out 
from a VMT analysis. 

If you have any questions, please do not hesitate to contact me at (951) 781‐9310 or 
Ambarish.Mukherjee@lsa.net. 

  
Sincerely, 
 

LSA 
 
 
 
Ambarish Mukherjee, AICP, PE 
Principal 
 
Attachments: 

Table A: Trip Generation Comparison 
Figure 1: Regional and Project Location 
Figure 2: Conceptual Site Plan 
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